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Midas Elbow with Vapour Recovery Output

Using a ‘co-axial’ design  means the Midas Elbow can 

successfully recover vapours from the under-ground 

storage tanks during a delivery. Using a swan neck 

attachment and inner 3 inch tube, vapours can be replaced 

into the delivery truck using a standard 3 inch recovery 

hose. 

MIDAS CO-AXIAL ELBOW

Exactly like the compact, the RFID tag is located around the 

fill point. Containing data such as the fuel type, site address 

and tank number. As soon as the Hybrid is attached to the 

fill point, the RFID tag will remotley communicate the type 

of fuel which should be passed through to delivery.

MIDAS HYBRID

The Hybrid is designed to fit within tight below ground 

sumps and fill compartments. This is particulalry helpful 

when the fill points are placed close to compartment walls. 

In this case the radial arms are able to attach effectivley 

regardless of the lack of space. 

Hybrid RFID connection
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Compatible with all Midas models

Not all fill points are the same size. In some cases we see 

spill buckets with added  depth. This isn’t a problem for the 

Midas. Attach the extension unit onto any 4 inch adaptor 

using our push handle clasp. Your Midas elbow is now ready 

for delivery as normal!

MIDAS ELBOW EXTENSION

MIDAS CASE

Manufactured using Nitrile rubber, the Midas case offers 

the perfect protection to your mis-fuel prevention system. 

It is 100% fuel resistant and will insure your Midas unit is 

protected during rough transportation or messy fill stages.
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Berrys Global Innovations Ltd
141 Lichfield Road
Birmingham 
B6 5SP
United Kingdom

 
t. +44 (0) 121 558 4411
f. +44 (0) 121 555 5546
e. enquiries@berrys.com
www.berrys.com
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